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COMPACT IN SIZE

BIG ON PERFORMANCE.

STANDARD FEATURES

• Option of 4 in 1 or G.P. bucket
• High Lift Capacity
• Back Up Buzzer
• Toyota’s Safety System
• ROPS/FOPS (ISO) Guard
• Lifting Hooks

•  Front and Rear Work Lights
•  Overhead Instrument Panel
•  Oil Pressure Warning Lights
•  Fuel & Temperature Gauges
•  Self-Levelling System on Lift

320kg 
(SAE) Operating Load
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THE HUSKI RANGE

320kg
5SDK8

650kg
5SDK9

730kg
5SDK10

820kg
5SDK11

900kg

5SDK5
430kg
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PERFORMANCE

Tipping Load (SAE) kg 640

Operating Load (SAE) kg 320

Ground Clearance (centre) mm 180

Machine Weight (with fuel & std bucket) kg 1160

Dump Height (dump angle 38º) mm 1835 

Reach Fully Raised (dump angle 38º) mm 430 

Dump Angle (max.) deg 38 

Raising Time (full load) sec 5.2 

Lowering Time (no load) sec 3.5 

Dump Time sec 3.5 

Travel Speed Forward km/h 9.0 

Reverse km/h 9.0

Clearance Circle (with bucket) mm 1420 

Gradeability Forward % 31

Reverse % 58

320kg (SAE) Operating Load
13.7kW (18.4HP) @ 3,000 rpm

21.8 lpm @ 3,000 rpm 
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The Toyota 4SDK4 is compact in size, yet powerful 
enough to handle the toughest jobs. Its compact size 
makes limited access applications possible.

The option of wide tyres takes the machine up to a 
metre in width, creating wider cutting width.

Availability and specifi cations are subject to change without notice.

320kg (SAE) Operating Load
13.7kW (18.4HP) @ 3,000 rpm

 105°

TESTED IN AUSTRALIA TO HANDLE 
THE TOUGHEST CONDITIONS.

ENGINE

Model Yanmar 3TNV70

Piston Displacement cc 784

Rated Power / r.p.m. kW 13.7/3000rpm

Rated Torque / r.p.m. Nm 52.5/2000rpm

CONTROLS

Type HST

Steering
Forward, reverse, variable speed. 

Two Hand Lever.

Drive
Two Hydrostatic Transmissions with 

infi nitely variable speed 

FUEL

Fuel Capacity (Litres) 25 


